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Design Federico de Majo

Mentos

Lampade da parete-soffitto e a 
sospensione, con diffusore in vetro opale 
satinato soffiato a bocca, con struttura 
in metallo verniciato bianco opaco. La 
collezione Mentos ha un particolare 
sistema di fissaggio del vetro
a magneti che velocizza le installazioni
e facilita le operazioni di manutenzione.
Il prodotto è adatto esclusivamente
all’uso interno.

Wall-ceiling and suspension lamps with 
diffuser in mouth-blown, satin-finish 
opal glass; matt white painted metal 
frame. The Mentos collection features a 
special magnet fixing system for the glass 
component: this system simplifies and 
speeds up the installation and is highly 
practical when standard maintenance is 
required. The product is suitable for indoor 
use only.

parete-soffitto 
wall-ceiling

Ø 35 x 8,5 cm
Ø 13,8 x 3,1 in

LED
220-240V | 3000K | CRI>90 | 
19,5W | 2100lm | beam angle 122° 
IP20 

Bianco / White LD110203B

LED TRIAC 
220-240V | 3000K | CRI>90 | 
18,5W | 2100lm | beam angle 
122° 
IP20 

Bianco / White LD110234B

LED DALI 
220-240V | 3000K | CRI>90 | 
18,5W | 2100lm | beam angle 
122° 
IP20 

Bianco / White LD110235B

LED WI-FI 
220-240V | 3000K | CRI>90 | 
18,5W | 2100lm | beam angle 
122° 
IP20 

Bianco / White LD110236B

parete-soffitto 
wall-ceiling

Ø 45 x 9,5 cm
Ø 17,7 x 3,5 in

LED
220-240V | 3000K | CRI>90 | 30W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD110303B

LED EMERGENCY (3h)
220-240V | 3000K | CRI>90 | 
5-29W | 3000lm | beam angle 
116° 
IP20 

Bianco / White LD110343B

LED TRIAC 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD110353B

LED DALI 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD110363B

LED WI-FI 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD110373B
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LED 2700-4000K
su richiesta / on request

LED 2700-4000K
su richiesta / on request
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parete-soffitto 
wall-ceiling

Ø 55 x 11 cm
Ø 21,7 x 4,3 in

LED
220-240V | 3000K | CRI>90 | 30W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD110403B

LED EMERGENCY (3h)
220-240V | 3000K | CRI>90 | 
5-29W | 3000lm | beam angle 
116° 
IP20 

Bianco / White LD110443B

LED TRIAC 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD110453B

LED DALI 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD110463B

LED WI-FI 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD110473B

sospensione 
suspension

Ø 45 x 120 cm
Ø 17,7 x 47,2 in

LED
220-240V | 3000K | CRI>90 | 30W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD113303B

LED TRIAC 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD113333B

LED DALI 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD113343B

LED WI-FI 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD113353B

sospensione 
suspension

Ø 55 x 120 cm
Ø 21,7 x 47,2 in

LED
220-240V | 3000K | CRI>90 | 30W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD114403B

LED TRIAC 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD114433B

LED DALI 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD114443B

LED WI-FI 
220-240V | 3000K | CRI>90 | 29W 
| 3000lm | beam angle 116° 
IP20 

Bianco / White LD114453B

69MENTOS

Ø 12 x 4 cm
Ø 4,7 x 1,6 in

Ø 12 x 4 cm
Ø 4,7 x 1,6 in

INCLUSO: rosone bianco
INCLUDED: white canopy

INCLUSO: rosone bianco
INCLUDED: white canopy Mentos suspension

lamp → LD114403B

LED 2700-4000K
su richiesta / on request

LED 2700-4000K
su richiesta / on request

LED 2700-4000K
su richiesta / on request


