
Tubotto

Suspension lamp in anodized aluminum 
(available in two finishes: gold and silver) 
with a PMMA lens. The LED light source 
is available in two color temperatures: 
2700 or 3000 K. The lamp is also designed 
for modular use; the end of the lamp 
features an anti-glare black anodized nut, 
which can be replaced with borosilicate 
glass elements, giving rise to the Sfera & 
Sfer'Otto collection (page 26).
Suitable for indoor use only.

Lampada a sospensione in alluminio 
anodizzato (disponibile in due finiture: 
oro e argento) con lente in PMMA. La 
sorgente LED dimmerabile è disponibile in 
due temperature di colore: 2700 K oppure 
3000 K. La lampada è studiata anche per 
uso modulare; la parte terminale della 
lampada è caratterizzata da una ghiera di 
colore nero anodizzato antiabbagliamento, 
che si può sostituire con elementi in vetro 
borosilicato, dando vita alla collezione 
Sfera & Sfer'Otto (pag. 26). 
Adatta esclusivamente a uso interno.
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Design Federico de Majo

Tubotto suspension
lamp → LTO0031
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Tubotto suspension
lamp → LTO0130



SPECIFICHE
SPECIFICATIONS

DATI TECNICI
TECHNICAL DATA

FINITURE
FINISHES 

CODICE 
CODE

TUBOTTO

sospensione 
Suspension

Ø 4,5 x 310 cm
Ø 1,8 x 122 in

LED TRIAC 
220-240V | 2700K | CRI>90 | 8W | 
625lm | beam angle 93° 
IP40 

Alluminio - Nero / Alluminum - Black LTO0030

Oro - Nero / Gold - Black LTO0031

LED TRIAC 
220-240V | 3000K | CRI>90 | 8W | 
660lm | beam angle 93° 
IP40 

Alluminio - Nero / Alluminum - Black LTO0130

Oro - Nero / Gold - Black LTO0131
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Ø 8 x 3,5 cm
Ø 3,1 x 1,4 in

Tubotto suspension
lamp → LTO0030

INCLUSO / INCLUDED

Rosone e cavo nero
Black canopy and cable


